
strabuc 918918

This innovative, oil-hydraulic product has been
designed in order to ensure maximum peace of
mind and protection for any entrance.
The post, which disappears completely when
lowered, is made of thick steel. During movement
it is made clearly visible by the flashing warning
lamp, in compliance with current safety standards.
In the case of a power failure, it is possible to lower
the post by carrying out a simple operation using
the release key.

Total disappearance at ground level

Quick installation

Movement accompanied by internal flashing warning lamp

Rising post for traffic
control
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ELECTRIC MOTOR
Power output .........................................0.25 KW (0.33 HP)
Supply voltage / Frequency ...........................230 V - 50 Hz
Absorbed current .........................................................1.8 A
Absorbed power .......................................................330 W
Capacitor ..................................................................12.5 µF
Motor rotation speed ........................................2˙800 r.p.m.
Intermittent service.........................................................S 3
HYDRAULIC UNIT
Hydraulic pump .............................................................P 10
Hydraulic pump capacity. ...................................2.75 l /min.
Average working pressure............................2 MPa (20 bar)
Maximum supplied pump pressure ..............4 MPa (40 bar)
Working temperature......................................–20°C +80°C
Hydraulic oil type................................A 15 FADINI by AGIP
Static motor pump weight ..........................................10 Kg
Protection standard ......................................................IP 54
OIL-HYDRAULIC PISTON
Shaft travelling time........................................................6 s
Piston stroke............................................................740 mm
Shaft diameter .........................................................16 mm
Piston diameter .........................................................30 mm
Max. traction force during opening ..........................276 Kg
Max. thrust during closure........................................147 Kg
STRABUC 918 total weight ......................................128 Kg
Protection standard ....................................................IP 557
Flashing light power supply ............................230 V - 25 W
PERFORMANCE
Service cycle .............6 s opening - 30 s dwell - 6 s closing
Complete cycle time ......................................................42 s
Complete Opening - Dwell - Closing cycles ...........85/hour
Annual cycles (with 8 hours of use per day) ..........250˙000

Technical specifications

Optional copertina
in acciaio inox

Panoramic view of STRABUC rising post at ground level
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Detail of STRABUC at maximum height Intruder prevention STRABUC 918 for traffic
control

 Detail of manual release using key provided
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Dimensions
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